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(57) Abstract: The invention relates to a method for 
improved cleaning of a first substance which is bound to 
paramagnetic micoparticles (18). Said microparticles (18) 
are suspended in a first liquid (20). The inventive method 
comprises the following steps: a) microparticles (18) are 
exposed to a first magnetic field in a first container (10) so 
that they are securely maintained and are prevented from 
being washed away by a flow of the first liquid (20), and 
b) after step a), at least one part of the first liquid (20) is 
guided through the a pipe (14) in a first direction of the 
first pipe (14) and through another section (16), and in the 
second section (16), said part is exposed to a second or to the 
first magnetic field in order to hold onto the washed away 
microparticles (18). In the section (16), the surface of the 
cross section of the first pipe (14) is enlarged. The second 
or first magnetic field inside the section (16) has a larger 
cross-sectional field strength than the first magnetic field 
inside the first container (10). 

(57) Zusammenfassung: Die Erfindung betrifft ein Verfah- 
ren zur verbesserten Reinigung einer ersten Substanz, wel- 
che an paramagnetische Mikropartikel 18 gebunden ist, wo- 
bei die Mikropartikel 18 in einer ersten Fliissigkeit 20 suspen- 
diert sind, mit folgenden Schritten: a) die Mikropartikel 18 
werden in einem ersten Behalter 10 einem ersten Magnetfeld 
ausgesetzt, urn sie dadurch festzuhalten und daran zu hindern, 
mit einem Strom der ersten Fliissigkeit 20 mitgeschwemmt 
zu werden und b) zumindest ein Teil der ersten Fliissigkeit 20 
wird nach Schritt lit. a in einer ersten Richtung durch eine 
erste Leitung 14 durch einen Abschnitt 16 der ersten 
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Leitung 14 hindurch geleitet und in dem Abschnitt 16 einem zweiten oder dern ersten Magnetfeld ausgesetzt, um dennoch mit- 
geschwemmte Mikropartikel 18 dadurch festzuhalten, wobei in dem Abschnitt 16 die Querschnittflache der ersten Leitung 14 ver- 
groBert ist, wobei das zweite oder erste Magnetfeld innerhalb des Abschnitts 16 eine groBere durchschnittliche Feldstarke aufweist 
als das erste Magnetfeld innerhalb des ersten Behalters 10. 



